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6port Gigabit POE Injector Panel 

 

OVERVIEW  

POE-BOX6-G integrating 6 passive Gigabit PoE injector into a single panel. Professional solution for 

powering over ethernet of 6 devices supporting passive PoE. 

Note: Combination of MODE A POE and 100Mbps products from Ubiquiti Networks (PowerBeam, 

NSM5) can permanently damage your Ubiquiti device. 

FEATURES 
 USE 10/100/1000M Gigabit Ethernet 

 Ubiquiti and MikroTik support 

 Flexible power (DC 24V TO 57V) 

 Each Port Current Protection (650mA+/-15%) 

 Built-in LED Indicator 

LED Indicator 

RJ45 Socket LED 

Port current 0-20ma off 

Port current 0-400ma Green 

Port current >400ma Red 
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SPECIFICATIONS 
 The input voltage: 18 .. 57V DC 

 Pin powering: MODE-B: 4,5 (+), 7,8 (-), MODE-A: 1,2 (-), 3,6 (+) 

 Connectors: 2x 2.1/5.5mm jack 

 Ethernet speed [Mbps]: (6) 10/100/1000 

 Shielding: Yes 

 LED indication: Yes 

 Depth: 65mm 

 Width: 150mm 

 Height: 25mm 

 Operating temperature: 0 up to 40 °C 


